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DIABLO PROFESSIONAL is a compressed air self- contained breathing apparatus, complying with EN 137 Norm. It is certified 

and available in Type 1 version, for general use, and in Type 2 version, which positively passed the flash-over test. Such test 

basically consisting of an heath and flame exposure of the complete apparatus for 10 seconds at 900°, followed by a drop. During and 

after the test the apparatus shall continue to work granting positive pressure inside the mask and being self extinguishing. 

 

CERTIFICATIONS 

- EC Certified according to Article 10 of 89/686/EEC PPE Directive 

- EC Certified according to 97/23/EC PED Directive 

 

MAIN COMPONENTS AND FEATURES  

DIABLO can be supplied with steel or composite cylinders even with a 

photoluminescent colouring. The cylinder can be also equipped with a rubber 

faceted ring (patented) allowing a more precise and firm positioning on the back-

pack and preventing the cylinder itself from rolling and falling or be scraped off 

when it is placed on a surface before or after use. 

 

The carrying frame, which is light-weight and 

resistant due to the presence of glass fibre, is made of 

self-extinguishing synthetic resin and is designed to fit 

the shape of the body. The special structure of the 

frame allows to carry all the above indicated cylinders 

and to hook them quickly and safely thanks to a quick-

release buckle which has b een successfully tested 

over the years. On both sides of the back-pack, two 

confortable carrying handles serve the purpose of 

lodging the medium and high pressure hoses inside. 

 

The pressure reducer anchorage is designed to make the cylinder connection quick 

and easy. The lower part of the back-pack ends with a rubber stiffening protecting 

the whole device and particularly the cylinder valve. 

 

The cylinder control wheel can also be equipped with an auxiliary pressure gauge, 

permanently under pressure, which is capable of indicating if the cylinder is filled 

enough so to allow use or not. Infact it is an ordinary practice to open the control 

wheel before use in order to pressurize the main pressure gauge, check the cylinder pressure, close it again and depressurize the 

circuits. This procedure need time to be carried out, puts the components under pressure and is a waste of air; on the contrary, 

DIABLO, allows to carry out the above testing instantly and every time it is needed. If the pressure gauge needle is in the green 

sector, the device is ready for use, if it is in the red sector, the cylinder must be recharged. 

 

The pressure reducer is equipped with a safety valve which can discharge all the air in excess in case of failure, 

according to EN 137 Norm. In order to inform the user about the above valve becoming operative, also 

involving a considerable reduction of the residual autonomy, C 2000 is equipped with a special audible 

warning device (patented) emitting a shrill warning tone which is activated by the air being discharged from 

the valve. 

 

The pressure gauge and the audible warning device are mounted on a pectoral 

support fixed to one of the harness straps in order to allow an easy reading of the 

pressure gauge itself. The audible warning device is positioned at a minimum distance from the ear in order to 

be better heard. The audible warning device is of the two-stage-type, i.e. it is activated by high pressure and 

operated by medium pressure. It is also equipped with a device allowing the automatic testing of the correct 

functioning (patented). Normally the procedure to test the correct functioning of the warning device is slow 

and not very easy. 

 

With DIABLO opening the cylinder is enough, the testing is automatic. As long as the needle is below 55 bar, 

the audible warning device will whistle, while, when the needle rises above that value, the whistle will stop. 

 

A quick-connecting hose can be linked to the second medium pressure outlet of the pressure reducer. The above hose ends at belt 

level to allow connection to a second user or to another air supply. This connection can be coupled to an accessory that, maintaining 

the possibility of a second connection, is equipped with a high intensity audible warning device (over 120 dB) to be manually 

operated in case of emergency, using the cylinder air. 
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CYLINDERS 

DIABLO code numbers refer to the SCBA not including the cylinder. On demand, the available cylinders range is the following: 

 

 
STEEL CYLINDERS 

 

Cylinder code number 

 

Water capacity 

(litres) 

Filling pressure 

(bar) 

Air capacity 

(litres) 

Autonomy 

(with average consumption 35 l/min approx.) 

4200 0755/60 (1) 6 300 1800 50 

4200 0775/80 (1*) 

DIN 200 

7 200 1400 40 

 

COMPOSITE CYLINDERS 

 

Cylinder code number 

 

Water capacity 

(litres) 

Filling pressure 

(bar) 

Air capacity 

(litres) 

Autonomy 

(with average consumption 35 l/min approx.) 

4200 0810/15 (1*) 6,8 300 2000 60 

4200 0820/25 (1*) 9 200 2700 77 

 

(1*) versions with/without pressure gauge    * available with photoluminescent painting 

 

 


